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NOTES:

1.

USE CURRENT EDITION OF AASHTO ROADSIDE DESIGN GUIDE FOR
CLEAR ZONE REQUIREMENTS.

PLATE SEE NOTES & & 7 2. POLES. ARMS AND FOUNDATIONS SEE STD DWG SL 1 AND SL 2.
3. USE RETROREFLECTIVE SIGN SHEETING FOR ALL BACKGROUNDS.,
SCHOOL COLORS AS NOTED.
|| I—. 20 MPH 4. SEE STD DWG SN 2 FOR DESIGN OF S5-1 SIGN AND SPEED LIMIT
WHEN FLASHING 11, WEATHERHEAD SIGN BEACON ASSEMBLY.
‘ { 5. CENTER OVERHEAD SIGN OVER THROUGH TRAFFIC LANE(S).
10’
‘ \Eﬁ/ 6. USE 12” LED YELLOW BEACONS.
MAST ARM 7. USE BLACK LIGHT-WEIGHT LOUVERED BACKER PLATE PROVIDING
END CAP 5 INCH REVEAL ON ALL SIDES.
12" HEAD INSTALL POWER SUPPLY IN ACCORDANCE WITH NATIONAL
SEE NOTES 4 AND 6 ELECTRICAL CODE.
9. USE 30 AMP WEATHERPROOF DISCONNECT SWITCH EQUIPMENT.
GROUND NEUTRAL TO THE FRAME AT THE SWITCH.
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